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Pavement Database: NetworkID: Wasilla
Last Age
Branch ID Section ID Last Surface Use Rank | Lanes [ True Area Inspection At PCI
Const. Dat Inspection
Date (SaFt) =€ P

100 (Taxiway A) 100-01 09/01/2000 AC TAXIWAY P 0 42,887.00 05/10/2002 2 88.00
200 (Taxiway B) 200-01 09/01/2000 AC TAXIWAY P 0 10,640.00 05/09/2002 2 82.00
200 (Taxiway B) 200-02 09/01/2000 AC TAXIWAY P 0 48,171.00 05/09/2002 2 87.00
300 (Taxiway C) 300-01 09/01/2000 AC TAXIWAY P 0 88,400.00 05/10/2002 2 93.00
400 (Taxiway D) 400-01 09/01/2000 AC TAXIWAY P 0 72,297.00 05/09/2002 2 93.00
4100 (Aircraft Parking Apron) 4100-01 09/01/2000 AC APRON P 0 180,880.00 05/09/2002 2 89.00
4100 (Aircraft Parking Apron) 4100-02  09/01/2000 AC APRON P 0 214,200.01 05/09/2002 2 87.00
6100 (Runway 3-21) 6100-01 09/01/2000 AC RUNWAY P 0 277,800.01 05/10/2002 2 89.00
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Arithmetic PCI Weighted
Average Standard Average
Average Total Number PCI Deviation PCI
Age Age At Area of
Category Inspection (SqFt) Sections
0-02 2.00 935,275.02 8 88.50 3.32 89.00
All 2.00 935,275.02 8 88.50 3.32 89.00




